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Provides High Speed File Import Capabilities to Quillix Servers 

Provides Dynamic Batch Profile And Document Type Selection 

Compatible With MFPs and Copiers Including Processing MetaData 

Preservation of Incoming Filename and Folder Information 

Custom Indexing Features Allow Batches and Documents to be Indexed 

MuWave® Import is an input source for Quillix servers that provides high 
speed file import capabilities to Quillix.  MuWave® Import can process images 
and other files from MFPs and copiers.  The images and files are inserted 
into Quillix batches and these batches can be indexed using the metadata 
index files provided by the MFP or copier.  Advanced options enable the scan 
logon ID for the new batch to be calculated. In addition outage intervals can 
be configured to prevent picking up files during certain intervals or when 
servers are unavailable. Database operations are also supported. 

Integrated With MuWave® Script (Visual Basic) 

MuWaveMuWave ��   Capture and Content Management ToolsCapture and Content Management Tools  
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UFC®, Inc.  

MuWave® Import preserves the original filename and 
folder path information so that it can be used to index the 
documents either up front or later in the capture process.  
MuWave® Import provides the capability to index each 
new batch (or document) as the incoming files are proc-
essed. 
 
These are just some of the many sophisticated features of 
MuWave® Import! 

MuWave® Import  
MuWave® Import is a high speed import input source for 
Quillix servers.  It can be used to monitor a directory or 
even a UNC path for files or images.  Setting up MuWave® 
Import  is easy.  Once installed just add MuWave® Import 
into your Quillix server groups. Then specify the directory or 
UNC path to monitor. MuWave® Import can be configured 
to preserve folders in the source folder, to obey an outage 
interval, or to wait a predetermined amount of time before 
picking up a file.  A warning file can even be placed in the 
source folder automatically so that users are notified when 
their files are going to be picked up and disappear from the 
directory.   Advanced features allow for a database 
operation to be performed each time a file is picked up and 
submitted to Quillix successfully for processing. MuWave® 
Import can also convert incoming HTML files that have 
matching image directories into MHT format. 

Contact UFC Today! 
Phone (248) 447-0100 
Email: sales@ufcinc.com 
www.ufcinc.com 
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Hardware and Software Requirements: 

· Quillix Server running Quillix 2.1 or higher (2.3 
preferred) 

Configuration settings may be specified using simple 
pull-down menus. Clicking a button converts the set-
ting into an easily customized Visual Basic script.  
Both the pull down menus and the advanced Visual 
Basic scripts provide access to all information in 
Quillix including all of the Quillix document  indexes, 
information about the server, dates, times, and other 
information. In addition full database support is pro-
vided so that it is easy to configure a database 
lookup. 


